BON-P-GE-24.0 HP

GASOLINE ENGINE

The Bonhoeffer gasoline engine BON-P-GE-24.0HP isa
high-performance power unit equipped with advanced
features designed to enhance efficiency, durability, and ease
of operation. These include a high efficiency oil cooling
system with multiple vents for optimal oil temperature
regulation, a powerful V-twin engine with double throat
carburettors' for robust power delivery, a forced pressure
lubrication oil pump ensuring adequate lubrication to all
components, an electrical start mechanism for convenient
starting, and a dual cyclone air filter system built to
withstand harsh environmental conditions while
maintaining optimal air quality for engine operation.

Advanced Air Oil Xtend
Filteration Technology

Durable Cast
Iron Sleeve

FEATURE

Engine 34HP V-Shape Engine

HIGH EFFICIENCY OIL COOLING SYSTEM:
Bonhoeffer's gasoline engine boasts a smart oil
cooling system with many vents to keep the oil cool.
This helps the engine run smoothly and efficiently
for longer periods without overheating.

FORCED PRESSURE LUBRICATION OIL PUMP:

With a forced pressure lubrication oil pump, every

part of the engine gets the right amount of lubrication.
This keeps the components running smoothly and
extends the engine's lifespan.

DUAL CYCLONE AIR FILTER SYSTEM:

Built to withstand tough environments, the
BON-P-GE-24.0HP features a dual cyclone air filter
system. It efficiently cleans the air entering the engine,
ensuring better performance and longevity even in dusty
or dirty conditions.

POWERFUL V-TWIN ENGINE:

Featuring a strong V-twin engine with double throat
carburetors, the BON-P-GE-24.0HP engine delivers
robust power for your needs. This design ensures
better fuel intake and optimal performance.

ELECTRICAL START:

Starting your engine is hassle-free with the electrical
start feature. Just push a button, and the engine comes
to life, saving you time and effort.
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High performance 4-Stroke
Low oil sensor OHV engine. No oil/gasoline Square sunk key Manual choke start

¥ 7 %

High power output Easily portable  Easy Maintenance

mixing required with minimum for any Operation Product
vibration
D
Power Torque
165 47.5
155 46.5
45.5
14.5
H 44,5
135
435
12.5 42.5
14 41.5
2600 2800 3000 3200 3400 3600
Speed
Engine Type V Twin - 2 Cylinder 4 Stroke Engine
Displacement 750 Cc
Cooling System Air Cooled
Engine Oil Capacity 1500 M
Starting System Recoil
Compression Ratio 8.8:1
Ignition System Transistorized
Max Net Torque 47 Nm (4,792 Kgfm) / 2500 Rpm
Dry Weight 435 Kg
Recommended Qil SAE10wW-30




