BON-P-WP1.5-79

WATER PUMP

The BON-P-WP1.5-79 is a high-performance water
pump designed for efficient water transfer in various
demanding conditions. It features an ergonomically
shaped L-handle for comfortable transport, OHV
technology for enhanced engine efficiency, and a
robust vertical engine capable of operating up to 250
hours continuously. With a high suction and discharge
capacity of 13 tons of water per hour, this pump is ideal
for large-scale applications. Additionally, it includes a
steel grid muffler protector for user safety, preventing
accidental contact with hot surfaces.

USAGE OF MACHINE

Irrigation Swimming Construction Fire Fighting - Municipal Corporation -  Fishery —for fish pond
Purpose Pool Maintenance Company Water tank filling water in flood area water re-circulation

FEATURES

OHV TECHNOLOGY:

SHAPED HANDLE DESIGN OF L FOR COMFORTABLE

TRANSPORT:

The water pump is equipped with an ergonomically
designed L-shaped handle, providing users with a
comfortable and secure grip for easy transportation.

This feature ensures the pump can be moved effortlessly,
reducing strain during handling.

VERTICAL ENGINE DESIGN TO WORK IN CONDITIONS
LASTS UP TO 250 HOURS:

Featuring a vertical engine design, this water pump is
engineered for longevity and robustness. It can
operate continuously in demanding conditions for

up to 250 hours, providing dependable performance
and reducing downtime.

MUFFLER PROTECTOR STEEL GRID FOR USER
SECURITY AGAINST HOT SURFACES:

To enhance user safety, the pump includes a steel

grid muffler protector. This feature prevents accidental
contact with hot surfaces, reducing the risk of burns
and ensuring safe handling during operation.

The pump incorporates Overhead Valve (OHV)
technology, which enhances the engine's performance
and efficiency. OHV engines are known for their
durability, smoother operation, and lower fuel
consumption, making the pump reliable and
cost-effective.

HIGH SUCTION/DISCHARGE 13 TONS OF WATER
PER HOUR:

The pump boasts an impressive capacity, capable of
suctioning and discharging up to 13 tons of water
per hour. This high flow rate makes it ideal for
large-scale water transfer tasks, ensuring efficient
and rapid operation.




BON-P-WP1.5-79

STANDARD EQUIPMENTS
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Strainer Clamp

Coupling hose Connector

Wire Hose Clamp

Packing seal

TECHNICAL SPECIFICATIONS
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PRECISE HOSE SEALS AND O-RINGS MAKE DUR LIGHTWEIGHT WATER
PUMPS HIGHLY EFFECTIVE BY PREVENTING AIR INTAKE AND
MAINTAINING THE CRUCIAL VACUUM.
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MODEL

Pump type

Maximum power
Maximum pumping capacity
Starting system
Suction Diameter Size
Discharge Diameter
Total elevation
Suction height

Fuel tank size
Recommended oil

BON-P-WP1.5-79
Self-priming

3 HP /4000 rpm
13000 liters per hour
Retractable

1.5 Inch

1.5 Inch

15 Meters

5 Meters

1.2 Liters
SAEIOW-30
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