BON-P-WP2.0-196

WATER PUMP

The Bonhoeffer BON-P-WP2.0-196 is a self-priming
water pump designed for efficiency and reliability.
With a powerful 6.5 HP engine and a maximum
pumping capacity of 36,000 litres per hour, it
effortlessly moves large volumes of water. Featuring
a retractable starting system and compact design,
it offers easy operation and versatility. Ideal for
various applications, this pump ensures
dependable performance, making it a practical
choice for any water transfer task.

Fishery —for fish pond
water re-circulation

Fire Fighting -
Water tank filling

Municipal Corporation -
water in flood area

Construction
Company

FEATURES

HIGH SUCTION/DISCHARGE CAPACITY:

Swimming
Pool Maintenance

Irrigation
Purpose

CAST IRON CYLINDERS, METAL CAMS, FORGED

CRANKSHAFTS, HIGH-QUALITY PISTONS:
Engineered with durable components including cast
iron cylinders, metal cams, forged crankshafts, and
high-quality pistons to enhance wear resistance and
ensure longevity, even under demanding conditions.

UV-RESISTANT PLASTIC COMPONENTS:

All plastic parts are designed to withstand exposure
to UVA-340 ultraviolet rays for up to 500 hours,
ensuring durability and resistance to environmental
degradation.

VERTICAL MOTOR DESIGN:

Designed with a vertical motor configuration,
capable of operating reliably in tough conditions
for up to 250 hours, providing versatility and
durability in various environments.

Capable of pumping an impressive 36 litters of water
per hour, providing efficient water transfer for various
applications.

FULL PROTECTION FRAME:

Equipped with a sturdy 22mm full protection frame,
offering effective safeguarding for the entire unit,
enhancing durability, and protecting against impacts
and external damage.

OHV TECHNOLOGY:

Utilizes OHV (Overhead Valve) technology in the
engine, enhancing performance, efficiency, and
durability for robust operation in demanding
applications.




BON-P-WP2.0-196

STANDARD EQUIPMENTS

@,

Strainer Packing Seal

@,

Coupling Hose Connector Wire Hose Clamp Wrench Plug Drag Bar

TECHNICAL
SPECIFICATIONS

DISCHARGE
HEAD

SUCTION i
HEAD

TOTAL HEAD

PRECISE HOSE SEALS AND O-RINGS MAKE OUR LIGHTWEIGHT WATER
PUMPS HIGHLY EFFECTIVE BY PREVENTING AIR INTAKE AND
MAINTAINIMG THE CRUCIAL VACUUSM.

BON-P-WP2.0-196

7]

o

L

=

w

=3

’._

X

[T

]

T

=

s |° \
% |o

< oM3/hs 10 15 20 25 30 a5 36
= L/m 83 167 250 333 417 500 583 567

Pump type Self-priming

Maximum power

Starting system

Maximum pumping capacity
Suction diameter

Discharge diameter

Total elevation

Suction height

Fuel tank size
Recommended oil

6.5 HP /3900 rpm
Retractable

36,000 litters per hour
2 inches

2 inches

30 Meters

8 Meters

2.6 Liters
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